













































































Pergola awning markilux pergola classic

Overview of fixture dimensions, shadeplus 0O1 8

Magnetic gearbox operation

markilux foldable crank handle

S E—

with magnetic gearbox attachment for manual operation of the drop valance
lengths: standard 120 cm, optional 160 cm, from 160 cm up to280 cm on request
order no. 74271

*

= extension when retracted

Please note! The shadeplus (optional) may only be operated when the post is not in the lowered position. It may only be
operated when the front profile is horizontal.

sundrive
Solar module for radio-controlled drop valance operation

470 60

Technical data solar module

voltage max. 21V DC
current max. 196 mA
power output 32W
protection class IP 44

battery capacity 2200 mAh

Technical data radio-controlled motor RTS 433 MHz

power supply 12VDC
power output 26W
protection class IP 44

dimensionsin mm
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markilux pergola classic Pergola awning

B 01 Dimensionoverview with the various lighting options

Option 1: LED-Line in the guide tracks, electronic components in an E-box

A-A 20

45 Y min, = 100

Ymax. = 1000*
[

= standard dimension

60585. = cassette bracket E-box

H = order dimension = projection

E-box = seeE-boxfortheelectronics

Y = order dimension = distance from post centre to leading edge of front profile

Option 2: LED-Line in the cover support tube, electronic components in the cover support tube

Option 3: LED-Line in the cover support tube and in the guide tracks, electronic components in the cover support tube

20
A—A B

45

L

210

nro

=
i

= standard dimension

H = order dimension = projection

v = distance from the rear of the cassette to the centre of the cover support tube. Standard: centred (V=H = 2).
Bespoke dimensions are available on request.Dimensions: min. =700 mm, max. = 1590 mm

Y = order dimension = distance from post centre to leading edge of front profile

dimensionsin mm
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Pergola awning markilux pergola classic

Dimension overview with the various lighting options

Option 4: LED-Spots in the cover support tube, electronic components in the cover support tube

Option 5:LED-Spots in the cover support tube and LED-Line in the guide tracks, electronic components in the
cover support tube

20 _
A-A

125
45

Y min. = 199
3 | Y max. = 1900~
D | o s
Llﬁﬂzz N
o
N
* = standard dimension
H = order dimension = projection
v = distance from the rear of the cassette to the centre of the cover support tube. Standard: centred (V=H = 2).
Bespoke dimensions are available on request. Dimensions: min. =700 mm, max. = 1590 mm
Y = order dimension = distance from post centre to leading edge of front profile

dimensionsin mm
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markilux pergola classic

Pergola awning

W 01 E-boxforthe electronics

In units without cover support tube

A-A

Dimension overview E-box

e =

Minimum E-box dimensions

Wireless technology 433 RTS MHz

Extension H [cm]
Lighting options

E-boxM E-box G

LED-Line attached to 71850. 71873.

the Guide tracks

BB=500mm BB=700mm

forindependent use E-box1
71851.
BB =to order
* = standard dimension
60585. = cassette bracket E-box
BB = orderwidth
E-box = insizesM,Gorl

868 MHz io

E-boxM

71850.

BB =500 mm

H = order dimension = projection
VB = adjustmentrange
Y = order dimension = possible indent dimension of
support post
dimensions in mm
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Pergola awning

markilux pergola classic

Combination options

Example with markilux 776 tracfix / 876 tracfix (optionally with panorama window)

vertical cassette blind at the front

78719.
787211

78548. o=

78548.
72203.

W78548.

Installation of a vertical cassette blind both to the side

Vertical cassette blind at the front, support posts with
stabilisation boxes

787211

78548.
72203.

W78548.

Installation of a vertical cassette blind at the side and
obligatory cross member between support posts

N.B! A vertical roller blind may only be installed at the side or the front if a stabilizing profile (VP) has been fitted. A front
vertical cassette blind must always be mounted under the guide tracks (see fig. 1)

The combination of markilux pergola classic with vertical cassette blinds is only permitted if two fixed posts are used.

Combination Possibilities

« markilux 790 at the side (cover optionally with angled top edge)

« markilux 790 at the front between support posts

« markilux pergola fitted to the markilux syncra

« additional combinations may be possible on request

72203.
78548.
78719.

787211

post fixture guide track (round post)

flat track bracket

additional angled bracket for the bearing, gearbox and
motor sides

accessories for two angled brackets

BK =
F3 =
W=

Picture 1)

stabilisation boxes (600 x 600 x 525 mm)
concrete footing

cross member

round post

= square post
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markilux pergola classic

Pergola awning

W01 Overview of dimensions

Reveal fixture

min. 100 | M

min. 100

EE_ MA

MB = 300

HT
=MB

MA

N.B.!In the case of reveal fixture a distance of at least 100 mm must be left free on each side of the awning.

= dimensions for rear cable exit on motor side (standard)
= dimensions for bottom cable exit on motor side (optional)
= dimensions for cable duct in case of lighting

F3 = concrete foundation. Please refer to the section “Concrete foundations”
HT = bracket

M = overall awning width=MA+ 10 cm

™ = operation side, motor drive

MA = order dimension =blind fixture width = fixture width

MB = bracket fixture range

dimensionsin mm




Pergola awning markilux pergola classic

Overview of dimensions ol E

Reveal fixture of a coupled unit

min. 100 M
MA MA

MB = 300 MB = 300

HT KH HT

i
t 7777= wB

min. 10
max. 111

A A A
204 150 25
O
© © < MY <
O3 o) QJ o
: %
w0
\ MA -~ MA \

N.B.!In the case of reveal fixture a distance of at least 100 mm must be left free on each side of the awning.

= dimensions for rear cable exit on motor side (standard)
= dimensions for bottom cable exit on motor side (optional)
= dimensions for cable duct in case of lighting

F3 = concrete foundation. Please refer to the section “Concrete foundations”
HT = bracket

KH = coupling bracket

M = overall awning width=MA+10 cm

@ = operation side, motor drive

MA = order dimension =blind fixture width = fixture width

MB = bracket fixture range

dimensionsin mm
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markilux pergola classic Pergola awning

W01 Overview of dimensions

Double track bracket for single units

M ‘ M
MA =BA =EA ‘ 100 ‘ MA =BA =EA
. ‘ .
f ! : T
| -1 ] i e :
i ! : 1
) \
| 1Y :
! == = | 1
I
I
| s Es b |
| \ \ I |
: | @1 :
i ;
— ‘ 0 T
} MB = 300 ! MB = 300 }
‘ L ‘ ‘
MB 76734.
76432. 45 45
support post with /_\T\ support post with
double /_7\ double
track bracket track bracket
° square posts round posts
°
76432. 76734.

Motor cable exit point ¥

(bottom rear = standard)

:
>

E

° el L J
|

)

26

29

1) depending on the operation side, left or right

76734. = support post round with double track bracket
76432. = support post round with double track bracket

BA = width between fixture points

EA = singleunit

M = overall awningwidth=MA+10cm

MA = order dimension = blind fixture width = fixture width
MB = bracket fixture range

dimensionsin mm
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Pergola awning markilux pergola classic

Calculation of the approximate fixture height, examples 0O1 8

Example 1: front support posts pushed as far forward as possible, Y =100 mm

== 100
=15
= 6000
= 5800
= 100
= 2500
= 1620 |
D -5 + AN = 2500 + 1620 = 4120 R A ol e e ke i
Example 2: front support posts pushed back, 100 mm <Y <1000 mm
, % 5500 ssoo
4000 - s 4000
o [RRRRL 0
% i
2 ‘ 2500 (e
1
\ |
‘ AH : !
ol - TS T TT T 150
L = A K it - fEati ol
e Tl ! e
w: o =
i ~ iz .
D= 15° il kAl
500 - ‘
@ - 6000 i il i
WS = 5200 - Wk |
@@ - 700 - Wik |
Lo
CHD- 130 > |
BB - 2500 Bk 1
L |
@EED = 1620 B T R e R
@D - ST + @D - (HD ) =2500 + 1620 ~130 = 3990 e
- c??;refofsrpp()frf posttothe ¢->leading edge = measurement from the wall <> support post = support post height 2500 mm
0 efrontprofile
= pitch = distance front support posts can be moved back = fixture height from the top edge of the support post

= extension = difference from the fixture height = installation height

dimensionsin mm
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markilux pergola classic

Pergola awning

W 01 Calculation of the approximate fixture height

Drawing template

fixture height (horizontal assembly corresponds to the 0 point)

6000 1
5500 é
5000 é
4500 é
4000 é
3500 é
3000;
2500 é
2000 é
1500 é
1000 é

500 -

500 -
1000 -
1500 -

2000

2500

?0 °

3so

250

200

150

10°

5o

6000 5500 5000 4500 4000 3500 3000 2500 2000 1500 1000

500 0

N.B! An on-line tool to calculate the installation measurements can be found in the protected area of the website,
pro.markilux.com.

dimensionsin mm
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